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General Home Inspection Report

ROOF

The roof inspection is a cursory or surface indpaabnly. Our evaluation of the roof is to determifportions are missing
and/or deteriorating. The methods of roof instadlaand quality or composition of underlying layefsoof surface are not
evaluated. Some roof problems are not noticealdephunder performance testing. Leaks are not alwisjble to the
inspector, nor can the inspector determine thentigité integrity of a roof by visual inspection. &noof inspection by by
nature is quite subjective and this report doesnsoire the roof does not have some damage ot isaking.p.37. The

buyers insurance company should inspect the roedtiy and agree on insurability and to quote emsce of coverage prior
to closing.

Step # Component Rating Comments

1201 Method of Comments
Inspection:

1202 Main Roof Comments Roof too steep to walk on; Single layer present; *.
Asphalt Shingles

Asphalt shingle composition

Self-sealing
strip / Y

surface
granules

base

¢ material
asphalt body’ fiberglass mat
or coating or organic felt

This cursory inspection of the roof reveals ( in general ),
it appears to be in reasonably good condition. Some roof
problems are not noticeable except under performance
testing.
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1203 Roof Comments Configuration - Sloped. Hip
Design:
1205 Roof Comments *10 years old
Condition: Performing its designed function and its condition is

appropriate for its age and use. Shingles in general
appeared with adequate granules and appeared as most of
the shingles were adequately sealed down.

1205a Life Comments With normal maintenance and no wind or hailstorms, the
Expectancy roof surface appears to have a remaining useful life of
more than five years

1206 Flashings:  Acceptable Closed Valley.



1206a

1207

1208

1210
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Vent Acceptable
Flashings

Fascia / Acceptable
Soffit / Trim

Chimneys/F Acceptable
lu

Roof
Insurance:

Comments

Wood; *. Performing their designed function and their
condition is appropriate for its age and use

*The interior of the chimney and their flu liners are not
visible in our visual inspection. You are advised to obtain
the services of a qualified chimney sweep or other
gualified personnel to perform a complete inspection and
tune up your fireplace prior to seasonal use

Comments. The buyer should have their insurance
company to evaluate the roof for insurability purposes.

EXTERIOR

The exterior of the residence was inspected inntythe roof surface, brick and siding, concretedweivs and sills, doors
and frames. This inspection does not observepmrt®n screening, shutters, awnings, storm windswsm doors and
similar seasonal accessories, the interior desigrfanctioning ability of chimneys, roof shingl@sstallation methods,
walkways, patios and driveways, except as discus3edexterior evaluation is visual only. Our ravidoes not take into
consideration normal wear, cosmetic issues nor/owleufacturers specifications. Some concrete siddf@indation types
are all or partially post tension which many tingesot discernable in this, a cursory inspectidrlyd.suggest periodically
checking concrete/wood and other material for s@frdeterioration. Suggest periodically treatingnaod and monitoring
drainage around concrete slabs to help preventidetton.

Step #
1301

1302

1303

1305

Component Rating
Foundation: Comments

Site
Conditions/
Exterior
Drainage

Acceptable

Grade
Clearance
At Walls

Acceptable

Exterior Comments

Walls

Comments
Siding /Veneer to grade - unable to view foundation

*Property is graded so that the water drains away from
the residence. The front is graded so that it slopes
towards the house then to the North and west. However

*A 6 to 8 inch clearance between the grade and the siding
of the house is recommended. Some brick siding is
designed for contact with the ground but it is not always
possible to determine which brick is manufactured for

this purpose.

*: Brick veneer. The exterior walls are checked for any
damage or other discrepancies. No discrepancies were
noted at the time of this inspection.
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1306 Gutters Acceptable

1307 Down Acceptable
Spouts

1308 Downspout Repair /
Drainage Defective

*. Aluminum. Gutters are check for proper slope,
attachment and leakage. At the time of this inspection
they were found to be performing their designed function
and their condition is appropriate for their age and use

*Downspouts are checked for damage, attachment and
signs of blockage. At the time of this inspection they
were found to be performing their designed function and
their condition is appropriate for their age and use

Discharging against the foundation. Downspouts that
discharge against the foundation creates soil erosion

and/or water retention, which, may saturate the
underlying soil weakening support for the load bearing
capacity of the foundation. In most foundation settlement
problems, water is a significant factor. Recommend
adding splash blocks or drain extensions

- NE downspout at west garage door

- SE corner of house there are two downspouts

discharging at this location
- _NE corner of garage
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1309 Balconies, Repair/ - Wood deck — There is wood to earth contact and
Porches, Defective wood rot present
Steps &
Decks:

1310 Walkways/  Acceptable Walks and driveways are checked for major heaving in
Driveways the concrete, which presents trip hazards. Any and all
cracks should be sealed during a regular home
maintenance to prevent further deterioration.

1312 Receptacles Acceptable *Outlets are check for correct polarity, proper installation
and visual damage. All outlets are properly installed and
no discrepancies were noted at this time



1313

1314

1315

1316

1317

1318

1318a

1319
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Ground NP
Fault

Current
Interrupters

Faucets Acceptable

Exterior Acceptable
Light
Fixtures

Motion Comments
Detectors

Yard Light NP

Address NP

Light

Deck Repair /
Ceiling Fans Defective
Lawn Acceptable
Irrigation

System

*Recommend buyer install GFCI receptacles on all
outside outlets for safety upgrade

*At the time of this inspection, the faucets are

performing their designed function and their condition is
appropriate for their age and use. No discrepancies were
noted at the time of this inspection.

*All exterior light fixtures were check to ensure they
were working properly and that there were no
discrepancies noted at the time of this inspection

*Photo Cells, Mercury lights and Motion detector
fixtures are not a normal part of this inspection.

Both units would not respond when tested

Rain Bird; *. 6 stations

The sprinkler system is check for proper operating of all
sprinkler heads and zones. Coverage is not a normal part
of this inspection
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1320 Wood Rot/ Repair/ - SE window - Lower trim - rot at both corners
Termite Defective - NE window / north corner - Lower trim — North
Damage corner

West garage door jamb / lower east at concrete
Wood deck - wood rot observed at SW bottom
corner of step — Repair person should further
evaluate entire deck skirting for any additional
wood rot and repair any and all found.

1321 Other Repair / Heavy Concentration of Carpenter ants observed at;
Defective - SW corner of deck

SE corner of SE window
SE corner - NW window
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